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FEATURES
• Rolled steel housing finished in black poly-

ester powder paint, mounted on heavy-
gauge steel pan. Vertical slots permit ceil-
ing thickness adjustment. Removable hous-
ing top for above-ceiling relamping.

• Galvanized steel mounting brackets with 5"
vertical adjustment and locking screw.

• Medium base porcelain socket with nickel-
plated screw shell.

• Four-position socket angle adjustment and
lock.

• Prewired, encased-and-potted, 120/277V or
120/347V dual-tap ballast.

• Galvanized steel junction box with ther-
mally-activated insulation detector, bot-
tom-hinged access covers and spring
latches. Three 1/2" and three combination
1/2"-3/4" knockouts for straight-through con-
duit runs. Capacity: 8 (4 in, 4 out) No. 12 AWG
conductors, rated for 75°C.

• Specular Alzak* splay with matching mini-
mum flange. White painted flange optional.

• Concave, frosted, heat-resistant spread
lens.

• Self-aligning, constant-tension splay/lens
support springs.

• Semi-specular clear Alzak* reflector.
• Fixtures are UL listed for thru-branch wiring,

recessed mounting and damp locations.
CSA certification for shipment to Canada.

*Alzak is a registered trademark of ALCOA.

Example: DHW  50M 7ASL 120

220-DHW7

ORDERING INFORMATION
Choose the boldface catalog nomenclature that best suits your needs and write it on the
appropriate line. Order accessories as separate catalog numbers (shipped separately).

HID Downlights

7" DHW
Spread Lens Wallwash

R40 MH Lamp

Aperture: 7-3/8 (18.7)
Ceiling opening: 8-1/8 (46.0)
Overlap trim: 9 (22.9)

12-3/4 (32.4)

18-1/4 (46.4)

20 (50.8)

All dimensions are inches (centimeters).

Series

DHW

DHW

Wattage/lamp

100M MH100/R40
175M MH175/R40

Options

TRW White painted flange.
SSC Provides compatibility with Lithonia Reloc

System 820. System 820 can be installed less
this option with connectors provided by
others.

SF Single fuse.

Voltage

120
277
347

Reflector finish

7ASL Clear
7BSL Black
7CSL Champagne gold
7GSL Gold
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Tested to current IES and NEMA standards under stabilized laboratory conditions. Various operating factors can cause differences between laboratory data and
actual field measurements. Dimensions and specifications on this catalog sheet are based on the most current available data and are subject to change without
notice.

7" DHW Spread Lens Wallwash, Gotham Series

TECHNICAL INFORMATION
Footcandle values are initial and tables are based on minimum of
six units. For fixture-to-wall distance other than those shown, use
maximum of one-to-one spacing (distance between fixtures not more
than distance to wall) for best results.

room wall

112½˚�

157½˚�

67½˚�
45˚�

22½˚�

90˚�

135˚�

Luminaire 3' from Luminaire 4' from Luminaire 5' from
 wall on 3' centers  wall on 4' centers  wall on 5' centers

1 67 63 67 27 25 27 13 12 13
2 108 109 108 53 52 53 29 28 29
3 102 110 102 62 64 62 38 38 38
4 80 88 80 57 62 57 40 41 40
5 60 65 60 48 53 48 37 39 37
6 44 48 44 39 43 39 32 35 32
7 32 34 32 31 34 31 27 30 27
8 24 25 24 25 27 25 23 25 23
9 18 19 18 20 21 20 19 21 19

10 14 14 14 16 17 16 16 17 16

DHW 7ASL
100W 100R40/FL lamp
6700 rated lumens
Test no. 2189062004

Vertical Plane angle
angle

Room side Wall side

Room 157½° 135° 112½° 90° 67½° 45° 22½° Wall
0° 1262 1262 1262 1262 1262 1262 1262 1262 1262
5° 1121 1107 1146 1181 1239 1308 1354 1396 1414

15° 789 805 881 998 1175 1383 1536 1611 1644
25° 520 541 633 774 1004 1252 1432 1529 1573
35° 311 335 418 562 767 1005 1219 1321 1370
45° 144 179 243 349 518 706 916 1038 1108
55° 55 64 97 161 265 425 623 748 813
65° 10 10 20 43 102 214 365 472 515
75° 0 0 0 7 30 88 173 230 259
85° 0 0 0 0 0 0 10 22 37
90° 0 0 0 0 0  0 0 0 0

Fixture/lamp CandleCp. data Footcandle values

Luminaire 3' from Luminaire 4' from Luminaire 5' from
 wall on 3' centers  wall on 4' centers  wall on 5' centers

1 37 35 37 15 14 15 7 6 7
2 61 61 61 30 29 30 16 15 16
3 57 61 57 35 36 35 21 21 21
4 45 49 45 32 34 32 22 23 22
5 33 37 33 27 30 27 21 22 21
6 25 27 25 22 24 22 18 20 18
7 18 19 18 17 19 17 15 17 15
8 13 14 13 14 15 14 13 14 13
9 10 11 10 11 12 11 11 12 11

10 8 8 8 9 9 9 9 10 9

DHW 7ASL
175W 175R40/FL lamp
12000 rated lumens
Test no. 2189062103

Vertical Plane angle
angle

Room side Wall side

Room 157½° 135° 112½° 90° 67½° 45° 22½° Wall
0° 2261 2261 2261 2261 2261 2261 2261 2261 2261
5° 2008 1982 2053 2116 2219 2343 2425 2500 2533

15° 1414 1442 1578 1788 2104 2476 2750 2886 2944
25° 932 969 1133 1386 1798 2242 2565 2739 2818
35° 557 599 749 1006 1374 1800 2184 2366 2453
45° 257 321 435 625 927 1264 1641 1858 1985
55° 98 115 173 288 475 761 1116 1339 1456
65° 19 19 35 77 183 384 653 845 922
75° 0 0 0 12 54 157 309 412 463
85° 0 0 0 0 0 0 19 40 66
90° 0 0 0 0 0 0 0 0 0
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